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RATPAC 12 X 200W LED DIMMER

Finally, 
a dimmer custom-designed for 120 V LED tubes  
and low wattage practicals.

The 12 x 200 Watt dims smoothly from 0 - 100%. Built -in wireless transceiver, 
USB out for convenient phone charging- all in one small but powerful dimmer.

RATPAC 12X200
REVERSE PHASE DIMMER CONTROL
DESIGNED TO WORK WITH 120V LED TUBES AND
PERFECT FOR LOW-WATTAGE PRACTICALS.
SMOOTH DIMMING CURVE DOWN TO 1%
NO FLICKER*
WIRELESS DMX CONTROL VIA LUMEN RADIO
SELF-TERMINATING DMX
WHISPER QUIET TECHNOLOGY
ETL AND CSA LISTED

*Results vary with previous generation lamps- always test before using. 

CONFIGURATION OPTIONS
MAXIMUM LOAD PER CHANNEL
             LED TUBES
QTY	 FOOT LENGTH	 MANUFACTURER
4	 4	 SOURCEMAKER
4	 4	 QUASAR
4	 4	 COLT
2	 8	 QUASAR
2	 8	 COLT
2	 8	 SOURCEMAKER	
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RATPAC 6 X 2.4 kW SOCAPEX 
CANADA LUNCHBOX DIMMER

A portable workhorse with wireless DMX.

Portable, built smart and tough with the same features as our 6x2.4 Edison, with a convenience outlet for 
those last minute emergencies.

CONTROL
ANALOG: DMX 5 PIN INPUT & OUTPUT XLR
WIRELESS: CRMX RECEIVE OR TRANSMIT
MANUAL BUMP BUTTON, BI-COLOR INDICATED 
DIM/NON DIM DIP SWITCHES
SELF-TERMINATING DMX STATUS QUO
DIMENSIONS
12”D x12”Wx10”H  
WEIGHT: 30 LBS
MODEL
756006-SOCA

RATPAC 6 X 2.4 kW SOCAPEX LUNCHBOX DIMMER
INPUT: CANADA E1018 CAMLOK 120 VAC 50/60HZ
OUTPUT: 1 SOCAPEX, 6 CHANNELS, 
2.4 kW PER CHANNEL
DIMMING DEVICE
40A DUAL SOLID STATE RELAY
OVERLOAD PROTECTION
20A RESETTABLE BREAKER
20A COURTESY OUTLET MOS MOS


